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At the end of the year 1991, there was 32-I,OL2 acre feet ofactive storaqe in the enlarged Strawberry Reservoir, as comparedwith 32t,7L0 acre feet of active storage at the end of the-year
1990.

The net inflow of water over evaporation into StrawberryReservoir in the calendar year 1991 was 35,6!6 acre feet, compare-to 2t,Ot4 acre feet of net infl_ow in 1990.
The total water drawn from storagre for irrigation fromstrawberry Reservoir in 1991 was 64,04o acre feet, ds compared to82,808 acre feet drawn from storage for irrigation in 1990.In the calendar year 1991 there was 22,99! acre feet of waterdelivered through the Strawberry Tunnel to Utah Lake , compared to25,844 acre feet delivered through the Strawberry Tunnel in thecal-endar year 1990 as per Memorandum of understandinqr between theStrawberry Water Users Associati-on. Central Utah watei ConservancyDistrict, and united states Bureau of Recramation.
The diversion of water through the Strawberry Aqueduct intostrawberry Reservoir in the calendar year 1991 was 73,7g2 ascompared to 79,959 acre feet in the calendar year 1990.Water began being diverted through the Strawberry Tunnel fromStrawberry Reservoir on ,June 11, 1991. On September 29, the control_gate was closed for the irrigation season 1991
The Strawberry Tunnel was inspected on September 30, 1991 and50 steel replacement pieces were put in the roof of the tunnel toreplace rotted wood pieces in the repair sections of the tunnelthat were done in the years L967-69 and 19G9-7O.
The total precipitation at the Spanj.sh Fork power plant. forthe irrigati-on year 1991 was 20.11 inchLs, compared to 16.52 inchesfor the irrigat,ion year 1990.
The average water content in the snow at the two Snotel Sitesin strawberry val1ey as of Monday ,January 6,tgg2 was 7zs5 of thepast 25 year average, eiS cornpared to 5g* of average for the ="r"tirne last year. The averagfe water content in the snow at the twosnotel sites in spanish Fork canyon Monday ,January E, r.992 was 65tof the 25 year average as compared to 53t at this-time in 1991. Asof Monday ,January 20, 1992, the water content in the snow at thePayson Ranger Station was 67* of the 25 year averagre compared to50t of the average l_ast year at this tine.As per agreenent between the Strawberry water usersAssociation, central utah water conservancy oiJtrict, and theBureau of Reclamation, as of .ranuary L, Lgg2 the strawberry waterusers Association has on storage in strawberry Reservoir:

April t, L992
L9,7]-5 acre f eet
51,000 acre feet

TotaL 80,715 acre feet



A summary of all water delivered to the Appropriators in theSpanish Fork River Distribution Systen i-n 1991 was:

River l{ater
Strawberry Water
CUWCD Water

34,138.5 acre feet
53, 915.9 acre feet
10,144.5 acre feet

Grand Total 98,199.9 acre feet
A breakdown of the water delivered to Appropriators in thespanish Fork River Distribution systern is as forfows:


